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For mosfet only cperatiomt

Place R12

Omit C1, R3, R3, B2, VEE, VE4 B+
Use IRFE220kh mosfets fo- Q1 & Q2

AL higher power levels i@{) < L
B2 will meed a heatsink %Ra F
Correct B+ to "C'" terminal R2R RE
1K 2.2k
For pertode operationl ey ”5%; =
Plare C1, RE and R2A Ri9 ::‘;';Léz
Omit R19 ” vy M3y
Use IRFS1Ba mosiets for Q1 & G2 ansnE C
Reference current

Commect B+ to plate of perntode l ~3%.a

AAA— Bty
Selected rexistor ualusxi 3 Eﬁﬂlﬁa S G

R1=Es1 where

I is desired current, e

E i5 15 to 3@ wolts, set by RI11 RI7 3 RIS % E JS’UE‘* ¥ Resistor valuss for gatesgrid stoppers!

This allows for a & to 1 2.2K 1 StV Pentode mode:  IRFS18  IRFS184
adjustment range in output current ¢ WR3 RS 12@ 18
" 18y
RI= (B+3—(VpliWrl+atyr14+Vb+is) S L e i =
tIss Ri4 L5 —— RIS .9k 4. FK
27K 1BBuE
B+ = Main power supply wvoltage ot Mosfets mnly: IRFE2A IRFE2AR
Upl = Plate woltage on triode R? ¥ |E EYETE R7 not. determined yet
Wl = Unltage across R1 €15 to 38 wolts? Ri5 mnot determimed yet
4 = Aproximate turn on wvoltage of Q1 R1B TE& Ra1
Vr14= 9 uolts (33uaXe?K) Skk | oAy
Yo = Bias reguirement for tube == ?Ef - MU
Ll
Ws = Screen voltage (%%Eéé S watt W-K
Is = Soreen current
Screen woltage and current needs are l%}
are deriwved from pentode data sheets oS
Merify walue of RE by measuring grid bhias of pentode.
To imcrease grid bBias decrease wvalue of B3
Suggested bhias woltage ranges
&AUE -1 to —2 wolts {o) Copyeight B2@3, Gary Pimm. All Rights Ressrued
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